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ISCOTROLL DC

EN. Independent mobile unit

without using compressed air or power mains,
for oil dispensing anywhere. Trailer mounted
support for moving the drums. Self-priming
pump with 12 VDC motor, protection rating

IP 55.

Options:
Flow meter with oval gears.

PERFORMANCE

- Flow rate up to 6 I/min

- Accuracy +/- 0,5 %

- Viscosity up to 2000 cSt

- Noise level below 65 dB

- Engine power supply voltage 12 Vdc

- Switching on/ off of automatic pump with

pressure switch
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PRODUCTS' RANGE

ES. Unidad mévil independiente para el
suministro de aceite incluso alli donde no
existe una instalacién de aire comprimido o
una toma de corriente eléctrica. Soporte sobre
ruedas portabiddn. Bomba autocebante con
motor de corriente continua alimentada a 12 V-
proteccidn IP55.

Opciones:
Cuentalitros de engranajes ovalados.

- Caudal hasta 6 I/min

- Precisidn +/- 0,5 %

- Viscosidad hasta 2000 cSt

- Nivel sonoro inferior a 65 dB

- Tensidn de alimentacién motor 12 Vcc

- Encendido / apagado bomba automdtica con

presostato

230

@125

WEIGHT AND PACKAGING

Weight Packaging
Code inch
kg Ibs mm ine pcs/box
VISCOTROLL 120/1
F00263200 57 1257  1090x690x320  42,9x27,2x12,6 1
F00263210 58 1259  1090x690x320  42,9x27,2x12,6 1
F00263220 58 125,9 1090x690x320  42,9x27,2x12,6 1
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RU. He3aBrcumbIii MOOGUNbHBIN 6NOK Ans
nofiaumn Macna B MecTax, B KOTOPbIX OTCYTCTBYET
KOMMNPEeCCop CKaToro BO3Ayxa Uiv po3eTka
sneKkTpoceTn. Onopa c TenexKom 1 fepxatenem
60ukmn. Camo3anmBaoLWNIiCA HAacoC C ABUraTenem
MOCTOAHHOIO TOKa Ha 12 B, cTeneHb 3awymTbl IP55

JononHutenbHo:
CYeTumK NUTPOB C OBaASIbHBIMM LLIECTEPHAMM.

- Pacxog fo 6 n/MmvH

- MorpewHocTb +/- 0,5%

- BaskocTb o 2000 cCr

- YpoBeHb LyMa Huxe 65 b

- HanpsxeHne nutanua gsuratensa 12 B noct.
TOKa

- ABTOMaTNyeCKoe BKJIloUeHNE/BbIK/IlOYeHNEe
Hacoca bnaropaps pene gaBneHus

Drum
not
included
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Flow-rate Accuracy
up to up to P
6 i 2000
(up to 1,6 gpm) cSt

Drum

not

included

. NOT NETWORK NOT AIR

Optional: ENERGY COMPRESSOR

flow meter

with oval gear
YES ENERGY
INDEPENDENCE
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Viscotroll DC

FEATURES ON REQUEST

Adjustable On demand

-~ +
Code R12068010
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Fluids Flow-rate Battery Viscosity Voltage Meter Pump Nozzle

charger

Code Description

type  I/min  gpm Volt cSt max. ADCCV\.//oTtZ R/?/\;l;r ‘rAnrgs mod. mod. type
VISCOTROLL 120/1
F00263200 Viscotroll 120/1 DC pst. 6 1,6 230 2000 12 360 30 K400  Viscomat DC  Easyoil
F00263210 Viscotroll 120/1 DC pst. K400 6 1,6 230 2000 12 360 30 K400  Viscomat DC  Easyoil
F00263220  Viscotroll 120/1 DC pst. K400 100V/120V 6 1,6 120 2000 12 - - K400  Viscomat DC  Easyoil

VISCOTROLL DC
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