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ISCOTROLL AC

EN. Viscotroll. Mobile transfer unit. Can

be connected to any power socket without
requiring compressed air.

Supplied with self-priming pump, to ensure
constant silent delivery and regular no-pulse
flow.

1" BSP suction tube with check valve and filter.
4 metre long, 3/4” BSP delivery pipe. Extras:
Meters, Pressure switch with inbuilt safety
valve.

Viscotroll 200. Mobile unit for oil transfer.
The group comes equipped with a self-priming
gear pump and there is also a version with a
pressure switch which ensures constant silent
delivery and a regular no-pulse flow.

4 meters long 1/2 “ BSP delivery pipe. Flow
meter. Pressure switch with incorporated
safety valve.

PERFORMANCE

- Flow rate up to 25 |/min
- 230V continuous AC operation
- Noise level below 70 dB

DIMENSIONS
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ES. Viscotroll Unidad mdvil de trasiego. Se
conecta a cualquier toma de corriente sin
necesidad de aire comprimido.

Dotada de bomba autocebante, es garantia
de caudal constante, regularidad de flujo en
ausencia de pulsaciones y silenciosidad.
Tubo de aspiracién de 1" BSP con vélvula de
pie y filtro. Tubo de impulsidn de 4 metros de
largo y de 3/4” BSP. Opcional: Cuentalitros,
Presostato con vdlvula de seguridad
incorporada.

Viscotroll 200 Unidad mdvil de trasiego de
aceite. El grupo lleva instalada una bomba de
engranajes autocebante, también disponible
en la versidn con presostato, que garantiza un
caudal constante, un flujo regular con ausencia
de pulsaciones y silenciosidad. En la versién
con presostato el encendido y el apagado del
motor se producen de manera automdtica

al abrir y al cerrar la pistola de suministro.
Tubo de impulsidn largo 4 metros de 1/2”

BSP. Cuentalitros. Presostato con vélvula de
seguridad incorporada.

- Caudal hasta 25 [/min
- Funcionamiento continuo CA 230 V
- Nivel sonoro inferior a 70 dB
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RU. Viscotroll. Mo6unbHbIii 610K ana
nepekaunBaHus. Ero MOXXHO nogknountb

K I060MY MCTOUHMKY TOKa U OH He

TpebyeT cxaToro Bo3ayxa. OH OcHalleH
CamM03anunBaLMMCA HACOCOM, FapaHTUPYOLWMM
NMOCTOAHHDIN PAacxof, PaBHOMEPHOCTb NOTOKa
6e3 nynbcaumii n 6eclymMmHOCTb. BcacbiBatowas
Tpy6a 1" BSP ¢ LOHHBIM KNanaHoOM 1 GUALTPOM.
[lnvHa HarHeTaTenbHoW TPy6bl 4 MeTpa ¢
coefiyiHeHvem 3/4" BSP.

[LononHutenbHo: CYUETUMK NUTPOB 1 pene
[IaBNeHs CO BCTPOEHHbIM NpefoXpaHnTebHbIM
KnarnaHom.

Viscotroll 200. Mo6unbHbIn 6510K Ans
nepekaunBaHuA Macna. Y3en ocHalleH
camo3anuBaloLMMCA LWecTepeHHbIM HAaCOCOoM,
KOTOPbIN NpefaraeTcs TakKe B KOMMeKTaLmm
C pene faBfieHNs, KOTOPbIN obecneurBaeT
NMOCTOAHHbIN Pacxof, PaBHOMEPHOCTb NOTOKa
6e3 nynbcauuin n 6ecluyMHOCTb. invHa
HarHetaTesnbHOW TPy6bl 4 METpa C COeANHEHNEM
1/2" BSP. CueTtunk nutpos. Pene gaeneHnsa co
BCTPOEHHbIM MPeAOoXPaHNTENIbHbIM KNanaHOoM.

- Pacxog po 25 n/muH

- HenpepbiBHOe dyHKUMOHUPOBaHNE OT
snekTpoceTn 230 B

- YpoBeHb wyma Huxe 70 b

xelpliey SRNNE]=R WEIGHT AND PACKAGING

Drum
Weight Packaging not
Code o e m inch FE:;S){ included
VISCOTROLL
000263100 34 75 1090x690x300  42,9x27,2x11,8 1
000263110 36 79,4 1090x690x300  42,9x27,2x11,8 1
VISCOTROLL 200
F0026300D 34 {45] 1090x690x300  42,9x27,2x11,8 1
F0026301D 35 77 1090x690x300  42,9x27,2x11,8 1
F0026302D 36 79,4 1090x690x300  42,9x27,2x11,8 1
F0026303D 37 81,6 1090x690x300 42,9x27,2x11,8 1
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Flow-rate Accuracy 0
up to up to P §
(W1}
25, 2000 2
(up to 7 gpm) cSt e
Drum
not
included
Drum
not
included
Viscotroll 200 Viscotroll 70

FEATURES ON REQUEST

On/off switch Foot valve Self 3000 K400 Mechanical Troll
manual nozzle nozzle meter meter

(Viscotroll 70 models) (Viscotroll 200 models) Code R12068010

(OIS Gy SPYNN[€]=R TECHNICAL DATA

Fluids Flow-rate Viscosity Voltage Meter Pump Nozzle
Code Description

type |/min gpm cSt max. ADCCV\'//O'_ILZ R;)/gtetr ﬁfgf mod. mod. type
VISCOTROLL
000263100 Viscotroll 70 25 6,6 2000 230/50 750 4,6 = Viscomat vane  Self 3000
000263110 Viscotroll 70/K33 25 6,6 2000 230/50 750 4,6 K33 Viscomat vane  Self 3000
VISCOTROLL 200
F0026300D Viscotroll 200/2 AC 9 2,4 2000 230/50 800 3,8 - Visco-flowmat Easyoil
F0026301D Viscotroll 200/2 AC - K400 9 2,4 2000 230/50 800 3,8 K400 Visco-flowmat Easyoil
F0026302D Viscotroll 200/2 AC - PST 9 2,4 2000 230/50 800 3,8 - Visco-flowmat Easyoil
F0026303D Viscotroll 200/2 AC - PST - K400 9 2,4 2000 230/50 800 3,8 K400 Visco-flowmat Easyoil

Upon request it is available with different voltage and frequency

VISCOTROLL AC




